
















repetition‐rate  trains  of  picosecond  optical  pulses.  For  this  purpose  an  opto‐electronic 
system for detecting train‐average time parameters had been created. The scheme of this 
system consists of optical auto‐correlator, electronic controller, and a set of the checking 









whole  process.  As  a  result,  all  the  data  related  to  cycle  time‐average  auto‐correlation 
function of pulse  trains  is  stored  in  the  computer memory  and  the  train‐average pulse 
parameters are calculated. For visual displaying of auto‐correlation function, the detected 
electronic  signal arrives at an external memory oscilloscope. The  checking units  receive 
another  part  of  pulsed  radiation  after  interferometer.  By  using  a  high‐speed 
photodetector  and  a  sampling  oscilloscope,  one  can  observe  the  character  of  light 
radiation. The  temporal picture  is characterized by  the  fact  that optical pulse  interval  is 
true, but the pulse envelope is determined by the response time inherent in a high‐speed 
photodetector,  whose  bandwidth  was  about  3.5  GHz,  so  that  adequate  pulse  width 
measuring was possible only when auto‐correlation responses were exploited. This opto‐









The  spectral  description  [1]  for  a  process  of  the  active mode‐locking  in  semiconductor 
laser  structures,  based  on  considering  the  pulse  evolution  during  sequential  passing 
through  the  domains with  optical  gain  and  absorption  [2],  have  been  proposed.  For  a 
slowly varying wave packet  ( ) ( ) ( )é ùë û 0A z , t = A z , t exp iθ z , t ,   the  local angular  frequency  is 
defined as  ( )ω z , t = - θ t
∂ ∂
 and the local wave number  ( )k z ,t = θ z
∂ ∂
 [3]. In medium with 
nonlinearity,  the  dispersion  relation   0P (ω ; k ; A ) = 0   includes  the  dependence  on  the 
amplitude of wave packet. Lasers include the gain, so that   0P (ω ; k ; A ) = 0  represents the 
complex‐valued  relation  for  k   and  ω   with  the  simple  complex‐valued  root 
R Ik (ω ,μ ) = k (ω ,μ ) + i k (ω ,μ ) , where  μ   is  an  additional  controlling  parameter  [4].  Thus, 
now the wave packet takes the form 
 
( ) ( ) )(é ùê úë û 0 R IA z , t = A z , t exp i k z -ω t exp ( - k z ) + c.c.                                          (1) 
The Eq.(1), has  the character of diffusion equation. When  ¹Ik (ω ,μ ) 0 , one can observe 
the diffusive instability being accompanied by exponentional growth (with  Ik (ω ,μ ) < 0 ) or 
attenuation  (with  Ik (ω ,μ ) > 0 )  of  field  amplitude.  The  neutral  stability  is  observed 
when Ik (ω ,μ ) = 0 .  Because  Ik (ω ,μ )   can  exceed  zero  with  one  set  of  values  of  the 
parameter  μ   as  well  as  it  can  be  under  zero  for  the  other  set  of  μ ,  considering  the 
frequency  dependence  μ = G (ω )   determined  by  Eq.(2),  which  gives  a  boundary  curve 










where  c   is  the  group  velocity,  while  ( )f A ,z , t   is  some  function  reflecting  possible 
contributions  from  the  gain,  dispersion,  and  nonlinearity.  Now,  one  can  provide  the 
analysis of dispersion relations for the solutions to Eq.(2) in the form of 
 
( ) [ ]{ [ ] } ,0 0A z , t = b exp i k - k (ω ) z - ω -ω t + c.c.                                              (3) 
 















where  α ,  β ,  and  γ   are  the  factors  of  the  gain  (losses),  dispersion,  and  nonlinearity. 









which represents  k  as an explicit function of ω . One can separate in Eq.(5) the controlling 
parameter  μ = α   that  determines  the  boundary  curve.  Thus,  the  system  is  diffusively 
unstable with  ¹α 0 . In this case [2], the right hand side of Eq.(2) takes the form 
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where  M  and  mω  are  the depth and  frequency of modulation;  0α ,  1α , and  2α  are  the 
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where  0Δω = ω -ω . It follows straightly from Eq.(7) that within the regime of active mode‐
locking  the  combined  system  “field‐medium”  allows  appearing  the  diffusive  instability 
with  the  controlling  parameter  0 1 2μ = - α +α -α .  Thus,  one  can  separate  the  controlling 
parameter  μ , which has a meaning of  the pure gain at a center of  the  incoming optical 
pulse  and  determine  a  parabolic‐like  boundary  curve  in  the  (ω;k ) ‐space,  see  Fig.1a. 
Figure  1b  presents  the  results  of  computer  simulation  illustrating  the  development  of 
















The point of a minimum  C C(μ ,ω )  on that boundary curve is a critical point. Exceeding the 
critical  value  Cμ = 0   by  the  controlling  parameter  determines  the  band  of  unstable 

















form  an  interferogram,  which  is  registered  by  a  slow‐speed  photodetector.  The  given 
photodetector  output  signal  is  amplified,  and  then  is  converted  into  digital  code,  and 
finally goes into computer that controls the whole process. As a result, all the data related 
to cycle time‐average auto‐correlation  function of pulse trains  is stored  in the computer 
memory  and  the  train‐average  pulse width  is  calculated.  For  visual  displaying  of  auto‐
correlation  function  the  detected  electronic  signal  arrives  at  an  external  memory 
oscilloscope. By using a high‐speed photodetector and a  sampling oscilloscope, one can 
observe the character of light radiation. The temporal picture is characterized by the fact 
that optical pulse  interval  is true, but the pulse envelope  is determined by the response 
time  inherent  in  a high‐speed photodetector, whose bandwidth was  about 3.5 GHz,  so 
that adequate pulse width measuring was possible only when auto‐correlation responses 
were  exploited.  The  simplest  optical  auto‐correlator,  which  can  be  exploited  for 
estimating  time  parameters  of  ultra‐short  optical  pulses  in  high‐repetition‐frequency 
trains,  is  a  two‐beam  scanning  Michelson  interferometer  with  a  slow‐speed 
photodetector,  see  Fig.2  (part  1).  In  principle,  it makes  possible  detecting  the  second‐
order  auto‐correlation  function  for  the  light  field  strength  and,  after  conversion,  the 
Fourier  spectral  density  of  light  radiation  and  find  the  train‐average  spectral  width  of 
radiation. Two fields  1E ( t ) = E( t )  and  2E ( t ) = E( t + τ )  related to ultra‐short optical signals 
reflected from the stationary and moving mirrors, respectively, are summarized by a slow‐
speed  photodetector.  The  delay  time  τ   is  varied  by  scanning  the  moving  mirror.  The 














where  EG ( τ )   is  the  auto‐correlation  function  of  the  field  strength,  while  ( )
2
E ω   is 
proportional  to  the  Fourier  spectral  density  of  light  radiation. However,  during  such  a 
measurement the information about the phase of the field  E(ω )  becomes to be lost. The 
pulse  width  can  be  determined  from  the  spectral  width  rather  accurately  only  if  it  is 
known  in  advance  that  that optical pulse  is  spectrally  (transform)  limited,  i.e. does not 
include any internal frequency modulation. The half‐width  Δω  of the spectrum of power 
density  for spectrally  limited pulses and the half‐width  Lτ   for the dependence of power 






response  functionR ( t ) ,  inherent  in even a high‐speed photodetector,  is not  identical  to 
the incoming pulse  S( t ) , because this response is conditioned by a transfer function  B( t ) . 
As a result, one has 
 
( ) ( ) ( )1
¥
- ¥
ò 1 1R t = dt S t B t - t ,                                               (9) 
 
in  linear  systems.  Moreover,  1B( t - t ) = 0   with  1t > t   is  due  to  the  causality  principle. 
Usually,  the  normalized  transfer  functions  of  photodiodes  can  be  approximated  by  the 





The  above‐listed  detection  system  was  exploited  during  our  studies  of  pulse  trains 





set of  intensity  fluctuations. Figure 3 gives an example of  the oscilloscope  trace  for  the 
auto‐correlation function related to a spike‐mode free oscillation when an average spike 
width was  close  to 0.7 ps.  Shaping  a  continuous  sequence of  stable  regular ultra‐short 
optical pulses with duration of  about  2  –10 ps  can be  achieved only  after exceeding  a 
threshold  of  self‐excitation  by  10  –  20 %.  In  so  doing,  one  can  observe  increasing  the 







Figure  4  demonstrates  an  example  of  the  digitized  oscilloscope  trace  for  the  auto‐
correlation function related to a regular pulse sequence when an average pulse width was 

















recognize  the  threshold  of  spike‐mode  oscillation  and  the  threshold  of  pulse  shaping. 
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